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Air Filter Sample # INITIAL RESTRIC. CAPACITY EFFICIENCY Air Flow (cfm) Net Restriction 
Mfg. & Part # ("H2O) (grams) (%) Avg of 3 Tests  (Inches of H2O) 

Filter #1 1 6.8 106.3 99.58 0.0 0.000
CBM- 2 6.7 106.8 99.66 314.3 1.934
400-9 3 6.9 107.8 99.83 470.2 4.203

AVERAGE 6.8 107.0 99.69 629.0 7.382
785.7 11.324
940.3 16.205

Temperature: 71.64   deg F Housing: uni con
Relative Humidity: 51.30  % Contaminant: Coarse

Baro Pressure: 28.65  mmHg Contam. Lot #: 5410C
Test Stand: # 1 Dust Feed Rate: 17.58  grams/minute

Inlet Size: 4.00 inches Rated Flow: 628 cfm

AVERAGE ENVIRONMENTAL CONDITIONS & TEST SPECIFICATIONS

RESTRICTION vs FLOWRATE
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CBM Motorsports  725 S. La Cadena Drive Colton CA USA 92324
CBMmotorsports.com  Testing was conducted based on the ISO 5011 Air Filtration standard.

CBM-400-9
ISO 5011 Air Filtration Standard
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